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Manitowoc

Under 
Counter
Ice Machines

WARRANTY

5-year parts and 5-year labor coverage on Q-model ice machine evaporator

5-year parts and 3-year labor coverage on Q-model ice machine compressor

3-year parts-and-labor coverage on Q and QM-model ice machines 
and all other components

CHOOSE FROM THREE CUBE SIZES

Available in three sizes, our unique “rhomboid” shaped cubes are
easy to work with. Be sure to select the size that best suits your 
need for ice: “Half Dice” (3/8" x 1-1/8" x 7/8", 96 cubes per
pound), which is ideal in place of flaked or crushed ice; “Dice” 
(7/8" x 7/8" x 7/8", 48 cubes per pound), or “Regular”
(1-1/8" x 1-1/8" x 7/8", 30 cubes per pound). 

Dice

Regular
Half Dice

Cube 
Model size Condenser Electric*

QM30A dice air-cooled

QM45A dice air-cooled

QR-0130A regular air-cooled

QR-0131W regular water-cooled

QD-0132A dice air-cooled

QD-0133W dice water-cooled

QY-0134A half-dice air-cooled

QY-0135W half-dice water-cooled

QR-0210A regular air-cooled

QR-0211W regular water-cooled

QD-0212A dice air-cooled

QD-0213W dice water-cooled

QY-0214A half-dice air-cooled

QY-0215W half-dice water-cooled

QR-0270A regular air-cooled

QR-0271W regular water-cooled

QD-0272A dice air-cooled

QD-0273W dice water-cooled

QY-0274A half-dice air-cooled

QY-0275W half-dice water-cooled
*For 230/50/1 consult 50 cycle specifications. 

115/60/1 ice machines are factory pre-wired with a 180 cm (6') power cord and NEMA 5-15P-plug 
configuration. (230/50/1 also available, consult 50 cycle specifications.)

Electric: 115/60/1. (208-230/60/1 also available, consult factory.) For 230/50/1 consult 50 cycle 

specifications. 115/60/1 ice machines are factory pre-wired with a 6' (180 cm) power cord and NEMA 

5-15P-plug configuration. 

Electric: 115/60/1. (208-230/60/1 also available, consult factory.) For 230/50/1 consult 50 cycle 

specifications. 115/60/1 ice machines are factory pre-wired with a 6' (180 cm) power cord and NEMA 

5-20P-plug configuration. 208-230/60/3 ice machines are factory pre-wired with a 6' (180 cm) power 

cord only, no plug is supplied.

115/60/1. (208-230/60/1 also available, consult factory.) For 230/50/1 consult 50 cycle specifications.

115/60/1 ice machines are factory pre-wired with a 6' (180 cm) power cord and NEMA 5-15P-plug 

configuration. 208-230/60/1 ice machines are factory pre-wired with a 6' (180 cm) power cord only, 

no plug is supplied.



SERIES QM30 SERIES QM45 SERIES Q130 SERIES Q210 SERIES Q270

POUNDS OF ICE PER DAY1 65 lbs. 30 kgs. 95 lbs. 43 kgs. 147 lbs. 67 kgs. 220 lbs. 100 kgs. 290 lbs. 132 kgs.

HEIGHT2 36.00" 91.44 cm. 36.00" 91.44 cm. 38.50" 82.55 cm. 38.50" 82.55 cm. 38.50" 97.79 cm.

WIDTH 19.69" 50.00 cm. 19.69" 50.00 cm. 26.00" 66.04 cm. 26.00" 66.04 cm. 30.00" 76.20 cm.

DEPTH 22.34" 56.74 cm. 22.34" 56.74 cm. 26.50" 67.31 cm. 26.50" 67.31 cm. 28.16" 71.52 cm.

ICE STORAGE CAPACITY 30 lbs. 14 kgs. 30 lbs. 14 kgs. 80 lbs. 36.6 kgs. 80 lbs. 36.6 kgs. 100 lbs. 45.45 kgs.
1Pounds produced per day. Approximate ice-making capacity based on air-cooled condenser unit at 70ºF air and 50ºF water outside the scope of ARI Satndard 820. 2Legs: Ice machine supplied with 6.00" to 7.25" (15.24 cm to 17.88 cm) adjustable legs. Height listed includes 6.00" (15.24 cm) leg.

FEATURES & BENEFITS

Features Benefits

Attractive stainless steel exterior with gray ABS accents Bold styling; durable, corrosion-resistant finish

Slide up bin door Slides up and out of the way for easy access to ice

Patented cleaning and sanitizing technology Simplifies routine maintenance with the flip of a switch

Manitowoc proven vertical evaporator Industry standard applied within smaller machines

Easy access air filter Slides in and out without the aid of tools; easy to clean,
reusable, dishwasher safe

Computerized controls More efficient operation

Front access for operational switches No need to remove front panel to access "ON" "OFF and
"Clean" switch

Front air intake and exhaust No side vents needed; allows for better fit of undercounter
applications

Air Flow In

Air Flow Out

Bin door slides up and out of the way for
easy access to ice.Easy access air filter

Front air intake and exhaust
allows for better fit of under-
counter applications
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